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NORLOG

Flat Back Pool/Planter
Instructions

Unit 9N. Site A. Rednal Ind Est. Rednal. Oswestry.
Shropshire. SY11 4tHS. Tel/Fax: 01691 610000
email: info@norlog-group.co.uk
www.nolog-group.co.uk

THE FLATBACK consists of:-
Back Section

1 x half thickness log 122cm

4 x double sided notch logs 122cm
Sides

1 x half log right hand single notch 68.5cm

1 x half log left hand single notch 68.5cm

8 x full logs double sided notch ~ 68.5cm
(side log notches are parallel)

Front
4 x full logs double sided notch ~ 68.5cm
1 x half thickness log or seat 68.5cm

Standard notches XN 77
Parallel notches -“\‘

Put 68.5cm left hand and right hand half logs down
angled as shown.

3

Slot I x 122cm double sided log on back
Slot 1 x 68.5cm double sided log (standard notches)
on front. (see Fig.1)

Slot 1 x 68.5cm double sided log (parallel notches)
on each side (see Fig.2)

Repeat the steps until all logs are used, the last
logs being half logs long to back and short or seat
part to front depending on product.

For pool products place fitted liner in before you fix
seat part, fill with water then nail thin battens to top
logs back and sides, now screw the seat part down
Place pump in pool (we recommend you use a
circuit breaker) before switching power on.




